DIR-815B Release Note
Firmware: DIR815B_FW203b08.bin
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d86i
SVN : r 39497.
Date: 2013/08/06
1. Fix bt stress test fail when enable anti-spoof.
Firmware: DIR815B_FW203b07.bin
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d5hb
SVN : r 36730.
Date: 2013/05/17
1. Security : HNAP GetWLanRadios should authenication.
irmware: DIR815B_FW203b06.bin
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d5ff

SVN : r 36730.
Date: 2013/05/15
1. 1. Add router_info.xml for DCC can detect WAN link status(DCC bug,Fw workarround)

Firmware: DIR815B_FW203b05.bin
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d4mg

SVN : r36110.
Date: 2013/04/22
1.If there is no cookie contains the key words with "uid=", it would generate a cookie for authentication.(bug :if broswer already have cookie,It will login fail.)
Firmware: DIR815B_FW203b04.bin
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d4mc
SVN : r36099.
Date: 2013/04/22
1. In b03 the Device info page will show wrong 5g mac.

2. Chanhe 5g mac = 2.4g mac + 255 (mac byte4 + 1 )

Firmware: DIR815B_FW203b03.bin(Beta)
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d4jf
SVN : 36071.
Date: 2013/04/19
1. change 5G mac to lan mac + 2,because iPAD/iphone5 (abgn wifi) is hard to connect to AP.When concurrent dual band AP using same 5g and 2.4g mac, iOS with abgn wifi will connect fail.
Firmware: DIR815B_FW203b02.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d4ae

SVN :35705
Date: 2013/04/10

1. Solve the security problem that curl -H "Cookie: uid=9gIdu6X6nF" -d "EVENT=%26%20telnetd%26" http://192.168.0.1/service.cgi would cause script injection issue to execute telentd.

2. Reduce the logout timeout from ten to three minutes for D-Link request due to security consideration.

3. Solve security problem that turn off the widget function and remove the relative files like router_info.xml.

4. Solve security problem that don’t let version.php show too many router information without authentication.

5. Solve security problem that disable telnetd after the router is not longer factory default.

Firmware: DIR815B_FW203b01.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: d12f
SVN : 33340
Date: 2013/01/02
1. fix upnp notify fail (modify argument check number)

2. patch coexist HT20/40 fallback to ht20, DUT also set to HT20 not HT40
Firmware: DIR815B_FW202b02.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: 
SVN : 28936 partial r31781
progs.gpl/mathopd-1.6/sources/mathopd-1.6b9.tar.gz.alpha.diff templates/aries/progs/events/update_smart404.php templates/aries/progs/htdocs/smart404/index.php
templates/aries/progs/scripts/dbsave.sh
Date: 2012/11/8

1.Base on shipping version (2.01b02) update remove smart404 and apple issue (see 2.01b03 no. 2).

Firmware: DIR815B_FW202b01.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: catf

SVN : 31781
Date: 2012/10/29

1. On ly change the version from 2.01b03 to 2.02b01.(Dlink request)

Firmware: DIR815B_FW201b03.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: cabg

SVN : 31781
Date: 2012/10/11

1. remove smart 404.

2. skil http user-agent CaptiveNetworkSupport that is apple (ipad iphone ) detect wisp.we do not response 302.if response 302 apple device will redirect to WEB to config wisp.We do not want this behavior.

3. Fix issue that change ppp6 setting (ex:dns) may change IPv4 connection mode.
4. Modified for Disable checkboxes of IPv6 DDNS List when IPv6 is not Enable.
5. Add Simple Security regarding sysfrag attack.
6. Change log level of "received RA ..." to debug level.(log display error RA message.)

7. Fix issue that release button is not working when WAN is SLAAC mode.
8. Fixed for user can input max 30 chars in domain at PPTP/L2TP.
9. Fix issue that ntp6 can't work.
10. Fix issue that guest zone can't get ipv6 address.
11. Fix issue that set dns manually in ppp10(ipv6 ppp share with ipv4 ppp) can't work. (Not save to resolv.conf)
Firmware: DIR815B_FW201b02.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: c6pi

SVN : 28936
Date: 2012/06/25

1. Fix iOS can not access “dlinkrouter” on browser.
2. Can pass UNH-IOL 1.00b06 test plan

Firmware: DIR815B_FW201b01.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: c6li
SVN : 28897
Date: 2012/06/22
1.[DS-Lite]DS-lite does not connect automatically when user change IPv6 settings.[B200]" 
2.Wizardv6 UI detection time is not enough.[B211] 
3.[IPv6][Autodetection]WANv6 get no default gateway.[B212] 
4.[IPv6][Autodetection] Autodetection setup 5 is failed, DUT cannot get IPv6.[B210] 
5.[IPv6][PPPoE shared with IPv4] Reconnection mode PPPoEv4 is not the same settings with PPPoEv6.[B205] 
6.[IPv6][PPPoE] DNSv6 cannot be set. [B203] 
7.[IPv6 Firewall] The firewall website does not have simple security option.[B162]
8.WPS wizard won't work when only one band is not in schedule.[B199] 
9.When wan uses l2tp / pptp on demand mode, wan can trigger get ip but web site will redirect to normal error page. [B105] 
10.Web wizard set russia pppoe, mtu is 1400. but default should be 1492. [B193]

11.Web wizard set russia pppoe can not connection and count down over, open dlink webpage failed. [B208]

12.Wizard of wi-fi ssid and password can input all blank, ssid can scan but can not connection. manual setup could not be blank. [B196]

13.Wireless mode is wrong when STA connect DUT with 802.11a.[B170]

14.fix hidden page should show wlan 5g mac.

Firmware: DIR815B_FW200b12.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: c43g
SVN : r26928
Date: 2012/04/03
1. Fix QRS tool sometime work abnormal.

2. Fix Opendns utility always login fail.

3. Extend wait time to connect to dlink website after wizard setup complete to avoid sometimes connect fail.

Firmware: DIR815B_FW200b11.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: c42j
SVN : r26914
Date: 2012/04/02
4. Fix the bt stress issue.But need confirm the iefi throughput is not inpact.(RD side test ,it seem find)

5. Change default value a.igmp v4 enable to disable. Bdhcp server broadcast enabled.c.https server disabled.

6. Fix HNAP tool test issue.

4.[IPv6] [Autodetection] When set WAN to autodetection, DUT will run in loop. DUT cannot factory reset

Firmware: DIR815B_FW200b10.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: 
SVN : 
Date: 2012/03/27
1. Improve DWA645 and 160A2 low throughput issue.

2. Fix guest zone schedule issue.

3. WPS pin lock issue.(5G lock fail if 24G is locked.)
Firmware: DIR815B_FW200b09.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: c3fg
SVN : r26659
Date: 2012/03/23
1. remove account “USER”.
2. Change the UI “ADMIN” to “Admin”
3. Fix IPV6 bug reported on bug tracker.

4. About throughput issue, we need more time to check it.

Firmware: DIR815B_FW200b08.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: c3fg
SVN : r26523
Date: 2012/03/15
1. About throughput issue, please re-test with this F/W.

RD side can not duplicate low throughput issue.

2.CD-router IGMP test fial on pppoe mode.

3. Change wireless and then change WAN mode settings will make wireless 5GHz channel error.
4. No drop-down list by right clicking on DUT icon in IPV6 only(IPV6 IGD).

5. Others follow bug tracker.

Firmware: DIR815B_FW200b07.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: a2ac

Date: 2012/02/10
1. add wps pin lock isuue.

2. Others follow bug tracker.

Firmware: DIR815B_FW200b06.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: bach
Date: 2011/10/12
1.runtime disable ipsec pass through will cause system panic 

Others follow bug tracker.
Firmware: DIR815B_FW200b05.bin

Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: b8qi
Date: 2011/08/26

1.after run web wizard,the pppoe should dial on demand with idle time 5 minutes.

2.default enable alg.(pptp,l2tp,ipsec,sip)

3.enable bonjour(http service) by default.

4.add pptp acceleration,

5.fix the igmp/mld multi-client fail issue.

6.fix sometime system do not reboot after f/w upgrade .

7.modify hostapd for wps2.0 logo.

8.fix the upnp should show info following dlink request.

9.correc the model name is DIR-815 not DIR-815B

10.Sometime webserver crash.
11.fix the win7 logo upnp packet count test fail issue.
Firmware: DIR815B_FW200b04.bin
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: b8ci
Date: 2011/08/12

1. Upgrade Wifi 5G driver from 2.5.0.2 rev1 to rev2 to support DFS feature.
2. Add new feature - ALPHA_MFC_CACHE_EEFLASH - for wireless driver to skip the number of flash write operation. It can save much time when do manufactory  test.
Known issue: DFS function fail. It will detect non-dfs channels as dfs channel.
Firmware: DIR815B_FW200b03.zip
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: b7dk
Date: 2011/07/13

3. Third release of dir815b.

4. HW_NAT driver upgrade from 0.91 to 0.92 to fix IPv6’s PPPoE can not acceleration issue.

5. Wireless 2.4G driver upgrade from 2.5.0.4 to 2.5.0.6 to fix H/W BBP R3 initial value
6. Wifi 5G driver will be updated later. Please postpone wifi 5G related test.
Firmware: DIR815B_FW200b02.zip
Hardware: wrgnd12 (rt3352 + rt3572 )
Build no: b71i
Date: 2011/07/1

7. Secondary release of dir815b.

8. Wifi 5G driver will be updated later. Please postpone wifi 5G related test.
Firmware: DIR815B_FW100b01.zip
Boot loader firmware: WRG-ND12_svn544.uboot.img.zip
Hardware: wrgnd12 (rt3352 + rt3572 )
Date: 2011/06/14

9. First release of dir815b.

10. Wifi 5G driver will be updated later. Please postpone wifi 5G related test.
